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XBolt® PRO - HEX FLANGE
R1000 HOURS PROTECTIVE COAT /  
ETA OPTION 1 / FIRE RATED

Part QFind Size Length Drill Ø 
Size

Pack  
Qty

(mm) (mm) (mm)

EXHMSR15M060080 EXH101 M6 80 6 50

EXHMSR15M060100 EXH102 M6 100 6 50

EXHMSR15M080075 EXH105 M8 75 8 50

EXHMSR15M080090 EXH106 M8 90 8 50

EXHMSR15M080110 EXH107 M8 110 8 50

EXHMSR15M100075 EXH109 M10 75 10 50

EXHMSR15M100085 EXH110 M10 85 10 50

EXHMSR15M100100 EXH111 M10 100 10 50

EXHMSR15M100120 EXH112 M10 120 10 50

EXHMSR15M100140 EXH113 M10 140 10 50

EXHMSR15M140115 EXH116 M14 115 14 20

EXHMSR15M140135 EXH117 M14 135 14 20

EXHMSR15M140160 EXH118 M14 160 14 20

XBolt® PRO RANGE

The Professional Range for concrete anchoring 
High performance hex head XBolt® PRO concrete screw anchor for professionals 
with superior corrosion resistance. As it is screwed into the concrete it creates its own 
undercut by tapping the concrete hole. The cutting and locking mechanism enables 
the anchor to be used in close spacing and edge distance applications.
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Features
» Quick and easy install
»  Suitable for close anchor spacing and 

edge distance applications
»  Removable. Ideal for temporary 

applications
»	 	Hexagonal	flange	head	for	a	neat	finish
» R1000 Hours corrosion resistance
»  ETA Option 1. Approved for cracked and 

non-cracked concrete
» Conforming to AS 5216:2018

Applications
» Hand rail fastening
» Base plate fastening 
» Formwork and bracing 
» Channel and bracket fastening.
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M8 x 110 
QFind: 
EXH107

R1000 HOURS PROTECTIVE COAT
XBOLT PRO - HEX FLANGE
ETA OPTION 1 / FIRE RATED

DOC: 10012 
 
PO: 74862 NS2 
CTN WGT:  2.50kg 9 350629 123750

EXHMSR15M080110

50 pcs 
 

Hobson Engineering Co Pty Ltd, 10 Clay Place, Eastern Creek, NSW 2766, Australia

Logo’s Explained

CONXTRUCT®-PRO Carton

Label Sample

= ETA 
European Technical Assessment

= Fire resistance rated

= Cracked concrete

= Non-cracked Concrete

CONXTRUCT® PRO RANGE
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How to download ETA’s
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CONXTRUCT® PRO RANGE
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