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VMAX® ROOFING SCREW WITH WASHER
CLASS 4 / AS3566 / C1022 HARDENED

Part QFind Gauge TPI Length Thread 
Length

Head 
Height Head ø Drill Point Drive Size

L (mm) T (mm) H (mm) D (mm) DP (mm) AF (inch)

T9PV4XS6211050 Q313 6.2 11 50 38 6 15 5 HEX 5/16"

T9PV4XS6211065 Q314 6.2 11 65 38 6 15 5 HEX 5/16"

vmaX® Roofing Screw
with washer

APPLICATIONS
• Crest fixing roof sheets to steel and timber battens
• Colours to match Colorbond® sheets

Screw heads are available in Colorbond® colours.
See next page

It holds the 
roofing tight 
against the seal, 
even when the 
roof is walked 
upon.

Improves 
resistance to 
corrosion by 
protecting the 
fastener shank 
from scratching.

Available in handy 
hang packs.

TRADE PATRADE PAXX™
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vmaX® Roofing Screw
with washer

Hobson Screws 
with painted heads 
are available in the
Colorbond® range 
of colours.

Painted Heads

To find a screw in any of the 
Colorbond® colours, simply replace 
the 9P in the part number with the 
colour Code in the table*. 

*See next page

T9PV4XS6211050
PLAIN HEAD

TSMV4XS6211050
SURFMIST® HEAD
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Colorbond® is a registered trademark of BlueScope Steel Limited. NZ colours available on request. *Colours are representative only.

COLORBOND® COLOUR MATRIX

Code Colour Name Colour Code Colour Name Colour

DW Dover White™ NS Night Sky® NZ EBONY

SM Surfmist® NZ TITANIA IS Ironstone®

EH Evening Haze® DO Deep Ocean® NZ STORM BLUE

CC Classic Cream™ NZ SMOOTH CREAM CG Cottage Green® NZ PERMANENT GREEN

PA Paperbark® PE Pale Eucalypt® NZ MIST GREEN

CO Cove® TE Terrain®

DU Dune® MR Manor Red® NZ SCORIA

SO Southerly® Discontinued Colours
Screws painted upon request

SG Shale Grey™ NZ GULL GREY BU Bushland®

BG Bluegum® WI Wilderness® NZ RIVERGUM

WN Windspray® NZ SMOKEY LO Loft®

MA Mangrove® HE Headland® NZ MAPLE

GU Gully® SA Sandbank® NZ STRAW

JA Jasper® NZ SORRELL PT Pale Terracotta™

WA Wallaby® BR Blue Ridge® NZ PACIFIC BLUE

BA Basalt® PL Plantation®

WG Woodland Grey® NZ THUNDER GREY PR Primrose™

MO Monument® ST Stone® NZ RIVERSAND


